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through the Internet, on the Army Electronic Product Support (AEPS) website. The Internet address is
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INTRODUCTION 0001 00

PURPOSE.

This bulletin provides instructions and guidance on the method of modifying the M577A2, M1068, M1068A3, or M577A3
vehicles to install the compartment heater exhaust cable guide bracket.  The cable guide bracket keeps the wiring
harnesses, leads, and cables away from the personnel heater exhaust pipe to prevent burning them.  The cable guide
bracket also acts as a heat shield to prevent damage to the wiring harnesses, leads, and cables due to long term
exposure to the heat produced from operating the personnel heater.  Differences between models are noted in the
procedures.

SCOPE.

This publication provides for the addition of items required to mount the compartment heater exhaust cable guide
bracket on the M577A2, M1068, M577A3, and M1068A3.   Units need to order Modification Kit 57K4278 for the new
parts required in this technical bulletin (WP 0005 00). The changes will be made to the technical manuals at the next
authorized update.

GENERAL.

Standard welding practices will NOT be required for the installation of the compartment heater exhaust cable guide
bracket. All existing mounting provisions will be utilized for the purpose of installing the compartment heater exhaust
cable guide bracket.  To install this kit the personnel heater is not required to be removed.

0001 00-1/0001 00-2 blank
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REMOVAL PROCEDURES 0002 00
THIS WORK PACKAGE COVERS:

Removal (page 0002 00-1)

INITIAL SETUP

Maintenance Level
Field

Tools and Special Tools
General Mechanic’s Tool Kit (WP 0004 00, Item 1)

Equipment Conditions
Vehicle blocked (TM 9-2350-277-10 or
TM 9-2350-261-10)

REMOVAL
NOTE

The Personnel Heater Assembly does not have to be removed to install the cable
guide bracket.  Heater assembly is not shown for clarity to view the proper
orientation of the wiring harnesses, cables, and leads.  STE-ICE is only on the
M577A3 and M1068A3.

1. Battery power leads and STE-ICE wiring harness
a. Remove strap (1), screw (7), lockwasher (6), and clamp (4) from leads and STE-ICE harness (M577A3 and

M1068A3 only) (5), compartment heater ground wire (3), and lockwasher (2). Discard strap, clamp, and
lockwashers.

1

2

3

5
4

5

6

7

M577A3/M1068A3 Shown

0002 00-1
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REMOVAL PROCEDURES – (continued) 0002 00

2. Personnel Heater Exhaust Clamp
a. Remove two nuts (1), U-bolt (2), and clamp (4) from exhaust pipe (3).  Discard nuts, U-bolt, and clamp.

2

1

3

4

END OF WORK PACKAGE

0002 00-2
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INSTALLATION PROCEDURES 0003 00

THIS WORK PACKAGE COVERS:
Installation (page 0003 00-1)

INITIAL SETUP

Maintenance Level
Field

Tools and Special Tools
General Mechanic’s Tool Kit (WP 0004 00, Item 1)

Materials/Parts
Modification Kit (WP 0005 00)

Equipment Conditions
Vehicle blocked (TM 9-2350-277-10 or
TM 9-2350-261-10)

INSTALLATION
1. Personnel Heater Exhaust Clamp

a. Install new clamp (1) on exhaust pipe (2).

1

2
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INSTALLATION PROCEDURES 0003 00

2. Install Cable Guide Bracket

a. Position the V-bend (1) of the cable guide bracket (5) into the opening (11) of the traverse beam (12).

b. Position cables and harnesses (10) in front of cable guide bracket (5) and away from compartment heater
exhaust.

NOTE
Make sure lockwasher (3) is installed between weldnut (2) and compartment
heater ground wire (4). Make sure lockwasher (8) is installed between clamp (6)
and screw (7).

NOTE
When installing new clamp (6), make sure clamp NAS1713D26N from
modification kit is used on M577A3 and M1068A3. For M577A2 and M1068, use
clamp NAS1713D22N.

c. Install new lockwasher (internal/external teeth) (3), compartment heater ground wire (4), cable guide bracket
(5), new clamp (6) with harnesses (10), new lockwasher (internal teeth) (8), and screw (7) on overhead
weldnut (2).

d. Install two new straps (9) on cables and harnesses (10).

END OF WORK PACKAGE

0003 00-2
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TOOL IDENTIFICATION LIST 0004 00

SCOPE

This work package lists all common tools, supplements, and special tools/fixtures needed.

Explanation of Columns in the Tool Identification List

Column (1) – Item Number.  This number is assigned to the entry in the list and is referenced in the initial setup to
identify the item (e.g., “General Mechanic’s Tool Kit (WP 0004 00, Item 1)”).

Column (2) – Item Name.  This column lists the item by noun nomenclature and other descriptive features (e.g. “Tool
Kit, General Mechanic’s”).

Column (3) – National Stock Number.  This is the National Stock Number (NSN) assigned to the item; use it to
requisition the item.

Column (4) – Part Number/CAGEC.  Indicates the primary number used by the manufacturer (individual, company,
firm, corporation, or Government activity) which controls the design and characteristics of the item by means of its
engineering drawings, specifications, standards, and inspection requirements to identify an item or range of items.
The manufacturer’s Commercial and Government Entity Code (CAGEC) is also included.

Column (5) – Reference.  This column identifies the authorizing Supply Catalog (SC) for Repair Parts and Special
Tools List (RPSTL) for items listed in this appendix.

Table 1.  TOOL IDENTIFICATION LIST

 (1)
ITEM
NO.

(2) ITEM
NAME

(3)
NATIONAL STOCK

NUMBER

(4)
PART NUMBER / CAGEC

(5)
REFERENCE

1 Tool Kit, General Mechanic’s 5180-00-177-7033 SC 5180-90-CL-N26 (50980)

0004 00-1/0004 00-2 blank
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MODIFICATION LIST 0005 00

Table 1: MODIFICATION KIT 57K4278 (6150-527-8071)

NSN CAGE PART NUMBER DESCRIPTION QTY LEGEND

5340-01-527-8203 19207 12474921 BRACKET, CABLE GUIDE 1 NEW

5975-01-034-5871 81343 MS3367-7-0 STRAP 2 NEW

5340-01-456-4902 80205 NAS1713D26N CLAMP, LOOP * 1           NEW
5310-00-080-9786 96906 MS45904-60 WASHER, LOCK # 1           NEW

5310-00-576-5752 80205 MS35333-39 WASHER, LOCK ## 1 NEW

5305-00-984-6204 96906 MS35206-265 SCREW, MACHINE 1 NEW

4730-01-473-4735 81343 J1508-F-36 CLAMP, HOSE 1 NEW

5340-01-511-6963 80205 NAS1713D22N CLAMP, LOOP ** 1           NEW

* Used on M577A3/M1068A3 only
** Used on M577A2/M1068 only

#   External/internal teeth

## Internal teeth

0005 00-1/0005 00-2 blank
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THE METRIC SYSTEM AND EQUIVALENTS

LINEAR MEASURE SQUARE MEASURE
1 Centimeter = 10 Millimeters = 0.01 Meters = 0.3937 Inches 1 Sq. Centimeter = 100 Sq. Millimeters = 0.155 Sq. Inches
1 Meter = 100 Centimeters = 1000 Millimeters = 39.37 Inches 1 Sq. Meter = 10,000 Sq. Centimeters = 10.76 Sq. Feet
1 Kilometer = 1000 Meters = 0.621 Miles 1 Sq. Kilometer = 1,000 Sq. Meters = 0.386 Sq. Miles
WEIGHTS CUBIC MEASURE
1 Gram = 0.001 Kilograms = 1000 Milligrams = 0.035 Ounces 1 Cu. Centimeter = 1000 Cu. Millimeters = 0.06 Cu. Inches
1 Kilogram = 1000 Grams = 2.2 Pounds 1 Cu. Meter = 1,000,000 Cu. Centimeters = 35.31 Cu. Feet
1 Metric Ton = 1000 Kilograms = 1 Megagram = 1.1 Short Tons TEMPERATURE
LIQUID MEASURE 5/9 (ºF - 32) = ºC
1 Milliliter = 0.001 Liters = 0.0338 Fluid Ounces 212º Fahrenheit is equivalent to 100º Celsius
1 Liter = 1000 Milliliters = 33.82 Fluid Ounces 90º Fahrenheit is equivalent to 32.2º Celsius

32º Fahrenheit is equivalent to 0º Celsius
(9/5 x ºC) + 32 = ºF

TO CHANGE TO MULTIPLY BY
Inches......................................Centimeters ...............................2.540
Feet .........................................Meters .......................................0.305
Yards.......................................Meters .......................................0.914
Miles........................................Kilometers .................................1.609
Square Inches.........................Square Centimeters .................. 6.451
Square Feet ............................Square Meters...........................0.093
Square Yards ..........................Square Meters........................... 0.836
Square Miles ...........................Square Kilometers.....................2.590
Acres .......................................Square Hectometers .................0.405
Cubic Feet...............................Cubic Meters .............................0.028
Cubic Yards.............................Cubic Meters .............................0.765
Fluid Ounces ...........................Millimeters ...............................29.573
Pints ........................................Liters..........................................0.473
Quarts .....................................Liters..........................................0.946
Gallons ....................................Liters..........................................3.785
Ounces....................................Grams...................................... 28.349
Pounds ....................................Kilograms ..................................0.454
Short Tons...............................Metric Tons................................0.907
Pound-Feet .............................Newton-Meters .......................... 1.356
Pounds per Square Inch .........Kilopascals ................................ 6.895
Miles per Gallon ......................Kilometers per Liter ...................0.425
Miles per Hour.........................Kilometers per Hour ..................1.609

TO CHANGE TO MULTIPLY BY
Centimeters.............................Inches ........................................0.394
Meters .....................................Feet ...........................................3.280
Meters .....................................Yards .........................................1.094
Kilometers ...............................Miles ..........................................0.621
Square Centimeters ................Square Inches ...........................0.155
Square Meters.........................Square Feet............................. 10.764
Square Meters.........................Square Yards ............................1.196
Square Kilometers ..................Square Miles ............................. 0.386
Square Hectometers ...............Acres .........................................2.471
Cubic Meters ...........................Cubic Feet ...............................35.315
Cubic Meters ...........................Cubic Yards............................... 1.308
Milliliters ..................................Fluid Ounces .............................0.034
Liters .......................................Pints ..........................................2.113
Liters .......................................Quarts........................................ 1.057
Liters .......................................Gallons ......................................0.264

Grams .....................................Ounces ......................................0.035
Kilograms ................................Pounds ......................................2.205
Metric Tons .............................Short Tons ................................. 1.102
Newton-Meters........................Pound-Feet................................0.738
Kilopascals..............................Pounds per Square Inch............0.145
Kilometers per Liter .................Miles per Gallon ........................2.354
Kilometers per Hour ................Miles per Hour ...........................0.621
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